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SIMPLICITY IN HIGH-VOLUME EXTRACTION

The multi-platen design was built for production scalability

and consistent yields. The patented Easy Pivot™ drip-tech system
allows rosin to quickly drop to a cool surface with a seamless tilt

of the platens. With six precision heating elements, 25 tons of force,
and a high-visibility design, pressing rosin at commercial volumes
has never been easier.
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SPECIFICATIONS

EASY PIVOT™ DRIP TECHNOLOGY

Patented tech creates seamless press rotation
for proper directional flow.

MULTI-PLATEN STACK

The TRP Stack’s patented design maintains
and equalizes pressure allowing for bulk presses

up to 3/4 |b per squeeze.

FOOD-SAFE ALUMINUM PLATENS

Large 6061 T651 aluminum production area provides even and

consistent heat.

HYDRAULIC CYLINDER

Air and manual pump options available
to accommodate any workflow.

SOLVENTLESS EXTRACTION

Press with high pressure at lower temperatures
to preserve valuable terpenes.

POWER FRAME™

The high-strength alloy steel frame is designed
to withstand 25 tons of pressure.

HEIGHT

WIDTH

LENGTH

WEIGHT

DRIP TECH
PLATEN SIZE
PLATEN MATERIAL
POWER REQ

22IN/57CM

27IN/ 69 CM

13IN/33CM

151 LBS / 68 KG

YES

6INX10IN/15CM X 25 CM
EXTRUDED 6061 T6511 ALUMINUM*

120V, 20A

* ASTM B 2212021 ROHS COMPLIANT SAE

AMS-QQ-A-200/8A|2015 Actual Chemistry/Act
Surface treatment: Type Il anodizing



